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INDUSTRIAL DIESEL ENGINE

KUBOTA V3 SERIES (4-cylinder) V3800'C R'TE4

RATED POWER

® 74.5 kW/2600rpm (T)
© 85.0 kW/2600rpm (TI)

Photographs may show non-standard equipment.

PERFORMANCE CURVE
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FEATURES and BENEFITS

Proven Reliability and New Technology

Clean and Quiet Power

The latest technology and a strong performance - two things
customers expect from Kubota engines. Thus, Kubota makes
use of a sophisticated four-valve technology including a central
injection nozzle and an electronically controlled common rail
injection system. We continue to provide the best value by
seeking excellence in three key areas: emissions compliance,
new strides in fully electronic controlled engines, and flexibility
in products and services to customers worldwide.

Emission Compliance

Meeting rigid emission regulations can be a challenge for any
company. At Kubota, our V3-Series engines have been
designed to comply with the most stringent regulations: The
EPA Interim Tier4 and the EU Stage llIb. In addition, innovative
emission solutions, such as an aftertreatment device, have also
been integrated into the V3-Series engines.

The Common Rail System has made it possible to optimize
combustion and create a more durable, quiet, and improved
fuel-economy engine. By meticulously screening and
controlling the exhaust gas aftertreatment components, Diesel
Oxidation Catalyst (DOC) and Diesel Particulate Filter (DPF),
we offer a cleaner high-performance engine.

Flexibility

When working with customers in different countries and with
different engine needs, flexibility is a must. Since Kubota V3
Series engines have evolved step-by-step to meet every EPA
Tier, we provide the appropriate emission regulation certified
engine to any customers worldwide. Added to that, we have
designed aftertreatment device with minimum package impact
for easy installation.

Trust

The Kubota V3 Series is the best solution for your company’s
global marketing strategy. We continuously strive to meet your
needs with the experience and expertise you expect and
deserve.
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*Specification is subject to change without notice.
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*Output: Gross Intermittent SAE J1995 — °°
*Dry weight is according to Kubota’s standard specification. 3 - @/ o
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KUBOTA Corporation Phone: +49 (0) 6106 / 873 - 113
e - ] Fax: +49 (0) 6106 / 873 - 196
i;?éhg%fgt;g;?m 1-chome, Naniwa-ku, Osaka, 556-8601 Japan eMail: motoren@kubota.de

http://engine.kubota.co.jp homepage: www.kubota-motoren.de



